
GLV50_201507Copyright © 2015 GRE Alpha. All rights reserved. Reproduction in whole or in part without permission is prohibited.

Model Selection Key

Features

B:1 channel output; 
C:Max Vout; V:Voltage 
Max Output Power 
Series Name

SWO: Outdoor version 
SWI: Indoor version

Constant Voltage 50 Watt LED Driver

Constant Voltage 50 Watt LED 
Driver

GLV 50

GLV 50-BCV-D

CV Ou put

Mod l Number
Input Voltage 

Range
(VA )

Chann el(s) 
Output

Preset Max.
Vout
(VDC)

Voltage Pot 
Adjustable 

Range 
(V )

Loading Current 
Range
(Iout)

Max Output 
Power

(W)

Rated Ou put 
Power

(W)

m n max min max

GLV 0 112V- 90 305V 1 12 6 0 12.6 0.0 4.00 48 50

GLV50-115V- 90-305V 1 15 7 5 15.8 0.0 3.50 53 55

GLV50-124V- 90 305V 1 24 12.0 25.2 0.0 2.00 48 50

G V50 136V- 90-305V 1 36 18.0 37.8 0.0 1.40 50 50

GLV50 148V- 90-305V 1 48 24 0 50.4 0.0 1.00 48 50

= SWI: Indoor Version or SWO: Outdoor Version

Universal AC Input

Up to 88% E ciency

User adjustable output voltage

Active Power Factor Correction, PF>0.9

Built-in protection: SCP, OVP, OCP

UL Class I and II, cUL, CE, FCC Title 47 CFR 15

Class B.

 Up to 3 Years Warranty

The GLV50 constant voltage 50 W driver comes in a 
smart and compact form factor making it an ideal 
power supply for a wide range of LED lighting 
application.
With universal 90-305 VAC input and user-adjustable 
output voltage setting, this power supply provides 
the widest exibility available on market. This 
Series is CB, UL/cUL  certi
three years warranty.  
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(Not to Scale) 

UL 1430 18#AWG UL 1430 18#AWG 
-Vo

+Vo

AC/L(BROWN)
AC/N(BLUE)

V-(BLACK)
V+(RED)

Packing Information

Weight: 0.380 kg/pcs, 15.5 kg/carton

40 pcs/carton; L431xW283xH247 (mm)

Tc

43mm 18mm


